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Assessment of the hydration/dehydration behaviour of MgSO4·7H2O filled 
cellular foams for sorption storage applications through morphological and 
thermo-gravimetric analyses  
Abstract 
In this article, the relationship between morphological characteristics and de/hydration performance 
was assessed on an innovative magnesium sulphate heptahydrate filled silicone composite foam for 
sorption thermal energy storage applications. Hydration and dehydration aspects of the foam were 
investigated by varying salt hydrate filler content. The composite foam showed a mixed open/closed 
cellular structure, whose morphology was dependent on the filler content present in the formulation. 
Low salt content foams (40 wt.% and 50 wt.% salt content) highlighted a predominantly open cell 
structure with a strong interconnection between bubbles. High salt content foams (60 wt.% and 70 
wt.% salt content) showed a structure for which the cellular interconnections were more limited. 
Compared to pure salt, it was evidenced that salt filled composite foams have a significant 
de/hydration capacity. The water/salt reaction is not hindered by the foaming process. Based on 
morphological and thermo-physical properties of the foam a simplified vapour diffusion flow 
process in composite foams was proposed. 
Introduction 
Energy production is the fulcrum of economical, scientific and social development worldwide. To 
achieve energy sustainability different technologies, such as: energy conversion from renewable, 
use of natural resources (e.g. biomass, wind, solar and water) and energy storage systems for long-
term or remote usage are the main promising alternatives to promote the desertion of fossil fuels 
[1]. 
The development of advanced Thermal Energy Storage (TES) systems is considered as a crucial 
topic in order to further support the increase of share of renewable at the building scale [2] as well 
as to enhance the energy efficiency of industries [3].  TES technology can be classified in three 
main categories: sensible, latent and thermochemical [4]. In the sensible technology, thermal energy 
is stored by increasing the temperature of the storage medium, exploiting its heat capacity. In the 
latent technology, the thermal energy is mainly stored as latent heat of phase transition, usually 
between solid and liquid state. In the thermochemical technology, thermal energy is stored by a 
reversible physical or chemical reaction between two components. While sensible and latent TES 
are quite established technologies, especially from the material point of view [5], the interest in the 
development of innovative materials for thermochemical storage is increasing [6–8]. Indeed, 
thermochemical TES represents an attractive solution from different points of view. First, these 
materials are characterised by energy storage density even one order of magnitude higher than other 
technologies [9]. Moreover, thermochemical TES allows the efficient implementation of the 
seasonal storage concept, since the thermal energy is stored as reaction potential between two 
components. Accordingly, the energy is kept almost indefinitely stored as long as the two 
components are separated. This avoids the degradation of the energy stored during time due to heat 
losses towards the environment [10,11]. 
Within the wide group of thermochemical TES, the sorption TES technology is considered 
promising, especially for low to medium temperature heat sources (i.e. 80-150°C). Indeed, in this 
case the interaction between the two components, defined as sorbent and sorbate, involves either 
physical or chemical reactions, characterised by weak bonding energy, making the charging phase 
effective already in this temperature range [12]. Usually the sorbate is represented by water vapour, 
thanks to its high latent heat of evaporation as well as its eco-compatibility and low corrosiveness. 
Anyway, several studies are still evaluating other possible fluid/sorbent working pairs in order to 
improve the storage performance of the systems [13]. Within the class of solid sorbents, the 
classification can be made taking into account the nature of the interaction between the sorbate and 
the sorbent. Indeed, the salt hydrates are characterised by a chemisorption process due to the 
hydration/dehydration process of the salt itself [14]. Differently, the adsorbent materials interact 
with the sorbate by means of physical bonds (e.g. Van der Waals). Different adsorbent materials 
were proposed and investigated in the literature, namely, zeolites [15], silico-alumino-phosphates 
and silica gels [16] and several metal-organics frameworks (MOF) [17],. Both chemisorption and 
physisorption technologies present some known limitations. Indeed, pure salt hydrates face 
swelling, agglomeration and corrosion issues during hydration/dehydration process, while, 
adsorbent materials suffer of poor heat transfer efficiency and limited sorption storage density, due 
to the lower sorption enthalpy associated to the physisorption process [9]. In order to overcome 
these issues, sorbent composites were proposed in the literature [18]. This innovative class of 
materials employs salt hydrates embedded inside a porous structure. In this way, most of the issues 
related to the employment of pure salt can be overcome, since the porous matrix supports and 
disperses the salt, increasing heat and mass transfer properties and limiting risk for agglomeration 
and swelling. Several different sorbent composites were proposed in the literature, varying both 
porous matrix and salt hydrate [19]. Among them, the most common matrices are silica gel [20], 
clays [21] and carbonaceous structures [21], while among the salt hydrates LiCl [22], MgSO4 
[23][22] and SrBr2 [21][20], and CaCl2 [24–26] were deeply investigated. The experimental results 
reported in the literature confirmed that these materials can achieve promising TES capacities, for 
instance, the composite LiCl/Vermiculite developed by Grekova et al. [22] can reach up to 2.3 kJ/g 
under seasonal storage operating conditions. Nevertheless, some critical aspects of the composite 
sorbent technology needs to be investigated, such as the cycling and the mechanical stability, which 
can affect the reliability in operation. 
In such a context, recently, an innovative concept was proposed by Palomba et al. [27], employing a 
polymeric macro-porous foam to host MgSO4. The flexibility characteristics of this foam can 
improve the cycling and mechanical stability of the composite, allowing for an expansion of the salt 
hydrate volume during the hydration process. Furthermore, the employed matrix is permeable to 
water vapour, which guarantees a proper hydration/dehydration reaction of the hosted salt. The 
preliminary thermo-physical and structural characterisations confirmed the reliability of the 
proposed solution. In the present work, a detailed morphological analysis of different composite 
sorbents, prepared with variable amount of embedded salt hydrate, was performed, aiming at the 
evaluation of the effect of the presence of the salt on the foaming process. Particularly, the pore size 
and shape distribution were correlated to the synthesis conditions and material compositions. 
Furthermore, the morphological analysis coupled to the results of the measured dehydration 
performance under real boundary conditions in a thermo-gravimetric apparatus, allowed to define a 
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The reaction between the hydroxyl and hydride groups of PDMS and PMHS, respectively, creates 
new siloxane Si-O-Si linkages that led to a rubber-like silicone network. Due to the cross-linking 
reaction, gaseous hydrogen volatile product is formed acting as foaming agent. 
The composite foams were identified in the paper with the code “Mg_” followed by a number 
indicating the salt percentage added to the silicone matrix; e.g. the code “Mg_50” is referred to a 
foam constituted by 50% of salt hydrate filler. Analogously the code “Mg_0” is referred to foam 
constituted by pure polymer matrix, without salt hydrate addition. 
Foam morphology and surface characterization were evaluated by scanning electron microscope 
(SEM instrument Philips XL-30-FEG) and 3D optical digital microscope (Hirox HK-8700). 
The analysis of the dehydration reaction was performed by means of a modified Labsys Evo 
Setaram thermo-gravimetric apparatus, whose main features are reported in the literature [31]. The 
testing protocol was as follows: the sample was weighted in an external microbalance, loaded inside 
the TG chamber and evacuated at room temperature down to 1 10-3 mbar. Then, water vapour 
produced by an external evaporator was admitted inside the TG chamber. The evaporator was kept 
at 20°C, in order to obtain a saturated water vapour atmosphere at 23.4 mbar. Finally, the 
dehydration process was performed by heating up the sample from 30°C to 150°C with a heating 
rate of 5°C/min, to evaluate the water vapour released. The tests were repeated on different samples 
to get an evaluation of the measurement uncertainty.  
 
Bubble size distribution 
The followed method consisted in performing bubble measurements on contiguous and slightly 
overlapped images (by using a tiling image reconstruction supplied by Hirox HK-8700) software) 
of the whole cross section foamed sample. All images were performed at 50x magnification. This 
approach was used to maximizing statistical information concerning population data [32]. Due to a 
low contrast between bubbles and composite framework, it was not possible to perform an 
automatic evaluation of bubble area. Image processing was instead carried out semi-automatically. 
The perimeter of each bubble was manually traced in the tailed image by using a photo-editor 
program (Gimp 2.8). Afterwards, the so obtained border regions of bubbles were analysed, by 
means of an image analysis software (ImageJ 1.48, WS Rasband, ImageJ, US National Institutes of 
Health) for each foam obtained with different salt percentage. The bubble size population data were 
clustered into classes according to Sturges rule [33], where the number and the intervals of the 
classes (Nc and w, respectively) were related by the equations: 
 


































































































 size of th
d. At the 
ubbles, ge
volve upwa

















rd. In the b
generally s









































































































































































ow can be 
f the foam 























ts in a very












































































Foam Morphology: Statistical analysis 
In order to better study the influence of the addition of salt hydrate on the morphological 
characteristics of the silicone based foams, a statistical analysis, was carried out on the composite 
foams with different salt hydrate content, by using digital image analysis of the bubbles distribution. 
Some relevant statistical parameters at varying filler content are reported in the Table 1. 
Table 1: Main statistical parameters on bubble size distribution of salt hydrate composite foams 
 Mg_0 Mg_40 Mg_50 Mg_60 Mg_70 
Salt hydrate [wt.%] 0.0 40.0 50.0 60.0 70.0 
Diameter [mm] 2.12 1.70 1.26 1.04 0.65 
Standard Deviation 3.22 3.14 2.95 1.99 1.28 
Coefficient of Variance 1.52 1.84 2.34 1.91 1.95 
Circularity 0.62 0.53 0.57 0.59 0.60 
 
Standard deviation (SD) was used to quantify the data dispersion around the average value. A low 
SD value indicates that the data points tend to be close to the average value of the set, while a high 
SD indicates a wide data dispersion. However, when datasets are characterised by different mean 
values, the SD is not sufficient to make a comparison among the data. Consequently, also the 
coefficient of variance (CoV) was calculated, as statistical parameter to evaluate the variability of 
data dispersion. Indeed, it is defined as the ratio between the SD and the mean value. Accordingly, it 
is independent on the unit in which the measurement was performed, being a dimensionless number. 
In this way, the extent of variability in relation to the mean of the population can be taken into 
account. High CoV values could be related to high dispersion of data associable with coalescence 
transition stage. Vice versa, low CoV values can be related to more stable stage (e.g. completed or 




For a perfect circle, its value is 1.0. As the bubble shape is elongated or not regular, the circularity 
value tends to 0.0. 
Table 1 shows that increasing salt hydrate content a reduction of average diameter of bubbles and of 
bubble areas occurred, indicating that silicone foaming is progressively hindered at greater filler 
content in the composite foam. At about 40-50% of salt hydrate a transition from lightweight-
foamed structure to more dense structure takes place. This consideration is confirmed analysing the 
CoV trend at increasing filler content. Low CoV values were observed at low and high salt hydrate 
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The performed analysis on the effect of salt content on the achievable porous structure of the 
composite foam allowed identifying critical conditions that cause transition from a foam 
configuration to another. These outcomes, coupled to the evaluation of hydration/dehydration 
behaviour, can give a better understanding about the most effective solution for the optimisation of 
these composite sorbents. 
 
Hydration/Dehydration performances 
The experimental analysis of hydration/dehydration performance was carried out by means of a 
thermo-gravimetric apparatus [31][23], able to work under saturated water vapour atmosphere. 
Particularly, dehydration tests were performed on synthesized samples as well as on the pure salt 
hydrate, keeping the water vapour pressure at 23.4 mbar and performing a heating ramp from 30°C 
up to 150°C. The analysis of the achieved results is summarised in Table 2. The actual salt content 
was obtained considering the difference between the dehydrated water content of the composite 
foam (normalized respect to filler content) and the pure salt.  As evidenced in [28], the silicone 
foam does not influence the sorption properties of adsorbent filler, preserving its adsorption 
capability. 
Table 2: Comparison between nominal and actual salt content for each sample, after experimental 
characterisation under real operating conditions 
Sample Nominal salt  content [wt.%]
Actual salt  
content [wt.%] 
Pure MgSO4ꞏ7H2O 100 100 
Mg_40 40 37.15 
Mg_50 50 41.08 
Mg_60 60 56.74 
Mg_70 70 58.37 
 
As reported in [27][23], discrepancy between nominal and actual salt content, between 3% and 12% 
for Mg_40 and Mg_70, respectively, has been evaluated. These differences can be related both to 
experimental issues during the composites preparations (e.g. partial dissolution of the salt, loss of 
salt during samples handling) as well as to hindering effect of the matrix against the 
hydration/dehydration reaction of the embedded salt. In the following paragraph, simplified 
schemes of possible mechanisms of water vapour diffusion inside the foam samples are presented, 
taking into account the analysis of the characterisations reported above. 
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full-scale components, where inhomogeneity in foam morphology or reaction behaviour at different 
thicknesses and heights can limit the overall storage capacity.  
Therefore, a large amount of the salt filler is able to guarantee its hydration/dehydration capabilities 
by principal or secondary flow channels, giving large potential applicability of these composite 
foams. Only some rare salt grains are insulated in the siloxane matrix limiting its interaction with 
water vapour (point C' in Figure 9Figure 10b). However, for high salt content foam the probability 
to find insulated filler grains embedded in thick siloxane matrix is heavily reduced 
 
Conclusion 
An innovative MgSO4ꞏ7H20 silicone composite foam was developed for sorption thermal energy 
storage applications. In particular, in this work, morphological aspects on sorption performance of 
the salt-silicone foam at varying filler content (40-70 wt.% salt content) were investigated. By 
morphological investigation it was evidenced that the foam is constituted by a mixed open/closed 
pore structure. At increasing filler content, a gradual reduction in open porosity and bubble size was 
found. However, the reduced foaming ratio for specimens with higher salt content did not influence 
de/hydration capabilities of the foam. The thermo-physical tests, carried out for all the composite 
foams, showed good dehydration performance, indicating that the silicon matrix does not hinder the 
diffusion of water vapour. Based on de/hydration capability and morphological analysis a simplified 
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